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Lovejoy D1 to D14 U-Joint Assembly Instructions

Drill or grind off the head of the rivet pin (item 05) and remove.  Follow assembly

instructions in reverse to disassemble.  Reassemble the universal joint per the

assembly instructions.  A replacement rivet pin will be needed to reassemble the

universal joint.

The following is a list of the replacement rivet pins for the D1 to D14 universal joints.

These rivet pins can be ordered by the corresponding UPC number.  Repair kits

consist of block, half pins and main pin.

U-Joint Rivet Pin Repair Kit
Size UPC # UPC #
D 1 68514449988 (SET OF 25)
D 2 68514449989 (SET OF 25) 68514450003
D 3 68514449990 (SET OF 25) 68514450004
D 4 68514449991 (SET OF 25) 68514450005
D 5 68514449992 (SET OF 25) 68514450006
D 6 68514449993 (SET OF 25) 68514450007
D 7 68514449994 (SET OF 25) 68514450008
D 8 68514449995 (SET OF 25) 68514450009

D 10 68514449996 (SET OF10) 68514450010
D 11 68514449997 (SET OF10) 68514450011
D 12 68514449998 (SET OF10) 68514450012
D 13 68514449999 (SET OF10) 68514450013
D 14 68514450000 (SET OF10) 68514450014

Lubrication is recommended for universal joints; boots and lubricant extend U-joint
life.

Universal joint technical support (630) 852-0500 x1532
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Recommended grease specifications for universal joints:

NLGI Grade 2
Color Not black
Appearance Smooth
Worked Penetration(ASTM D-217) 265-295
Dropping Point (ASTM D-2265) 335ºF (168ºC)
Thickener Optional
Timken Load Carrying Test (ASTM D-2265) 40 lbs. Min.
Temperature Operating Range -5ºF to 266ºF (-21ºC to 130ºC)




